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Hamach HR 3000 Automatic Spray Gun Washer
Automatic spray gun washer with capacity for two spray guns. The highly aesthetic design of the HR 3000 is an asset to 
any modern mixing booth. Equipped with fluid pumps, cleaning brushes and cleaning nozzle for final rinsing of the spray gun 
with cleaning solvent. During the automatic cleaning process you can clean a spray gun manual on the working platform. The 
cleaning process stops automatically when you open the lid. Only driven by max. 4 bar compressed air.

Benefits of the automatic spray gun washer:
• Raised cover to ensure proper extraction of harmful fumes released during cleaning, even for manual cleaning.
• Two spray guns at a time may be cleaned automatically, and manual cleaning performed simultaneously as well.
• Automatic cleaning stops as soon as the hood is opened.
• Operation is simple and extremely user-friendly.
• Low solvent use, as the main cleaning cycle reuses solvent.
• Safe for user (closed system is set to automatic).
• Durable and easy to clean, fully stainless steel construction.
• Recommended extraction volume 700 m³ per hour, always install in combination with ventilation fan.

Packaging information

Per piece

Technical information

•  Dimensions: 158 x 84 x 60 cm 

•  Working height: 105 cm

•  Weight: 70 kg

•  Extraction point:  180 mm

•  Extraction volume : 700 m³/h

•  Collecting tank : 2 x 25 L

Article number: 000453

Description: HR 3000 Automatic Spray Gun Washer

EAN: 8714247762189
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Frequently Asked Questions

 >  How compact is the automatic spray gun washer?
 The dimensions of the HR 3000 are 158 x 84 x 60 cm (H x W x D)

 >  Can the spray gun washer be used both manually as well automatically?
 During the automatic cleaning process you can clean a spray gun manual on the working platform.

 >  To what standards does the spray gun washer comply?
 The HR 3000 complies with ATEX Directive 2014/34/EU. The spray gun washer has been built according to the supplies 
in 89/392/CEE-norm, the 91/368/CEE and 93/68/CEE. Also this spray gun washer meets the standard described in UNI 
AND 292-1:1992 and UNI AND 292-2:1992. The machine security and risk judgement has followed to EN983:1997 and 
1050:1996.

 >  What is the warranty term for this product?
  The spray gun cleanerhas a 12 months warranty term from date of purchase if the warranty form has been returned to 
EMM International BV immediately after purchase.

 >  What is the sound level?
 The sound level of the spray gun washer was measured with an empty machine during work conditions and by means of 
a sound level meter with integrator. Measurements have been performed by a qualified laboratory employee in conformity 
with EN ISO-norm 3746/96. The results are: Acoustic average level at the workplace LpA = 77.9 dB(A) - Acoustic average 
level LpAm = 75.4 dB(A).
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Industrial Neoprene Gloves Industrial Nitrile Gloves Disposable Nitrile gloves Computer Scale Table

Disclaimer 
It is the responsibility of the user to read, understand and apply the information contained in this data sheet. Products are for professional use only. 
Necessary protective equipment and clothing should be worn. Repairs should always be done in accordance with OEM guidelines and regulations. All 
information is for the user`s consideration, investigation and verification. The specific use, application and conditions of use are beyond the control of EMM 
International BV. It is the responsibility of the user to determine the suitability of the product for the user`s specific application.

EMM International BV Bohemenstraat 19, 8028SB Zwolle, The Netherlands +31(0)38 467 66 00   E sales@colad.com www.colad.com
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