
Eaton 9E 20000i

DESCRIPTION

The Eaton 9E is an online double-conversion power protection at an affordable price with compact yet robust construction. This UPS 
an ideal choice for industrial, medical and information technology (IT) applications and telecommunications.

TECHNICAL CHARACTERISTICS

Brand : EATON
Part number : 9E20KI
Design :
    Certification : CE, CB report (TUV)
    AC outlet types : Terminal
    Depth : 706 mm
    Form factor : Tower
    Height : 815.5 mm
    Input current Total Harmonic Distortion (THD) : 3%
    Input frequency : 45/66 Hz
    Input operation voltage (max) : 276 V
    Input operation voltage (min) : 110 V
    Maximum current : 273 A
    Noise level : 55 dB
    Operating temperature (T-T) : 0 - 40 °C
    Output frequency regulation : 50 - 60 Hz
    Output operation voltage (max) : 240 V
    Output operation voltage (min) : 220 V
    Output power : 16000 W
    Output power capacity : 20 kVA
    Overload capacity (1 minute) : 130%
    Overload capacity (10 minutes) : 110%
    Overload capacity (3 seconds) : 150%
    Product colour : Black
    RS-232 ports : 1
    UPS topology : Double-conversion (Online)



    USB 2:0 ports quantity : 1
    USB port : Y
    Weight : 159.9 g
    Width : 350 mm


