BOSCH DDH-3532-112D00

DESCRIPTION

TECHNICAL CHARACTERISTICS

Brand : BOSCH
Part number : DDH-3532-112D00
AC input frequency : 50/60 Hz
AC input voltage : 100 - 240 V
Alarm input channels : 16
Alarm output channels : 3
Analog signal format system : NTSC, PAL
Audio RCA inputs : 4
Audio RCA outputs : 1
Bit rate : 16 Kbit/s
BNC video input : Y
Built-in optical drive : Y
Cables included : AC
DC-in jack : Y
Depth : 323 mm
Disc types supported : DVD+R, DVD+RW
Ethernet LAN (RJ-45) ports : 2
Ethernet LAN data rates : 10,100,1000 Mbit/s
HDD capacity : 2000 GB
HDD interface : SATA
HDMI output : Y
HDMI ports quantity : 2
Height : 53 mm
Image formats supported : MJPEG
Input bandwidth : 320 Mbit/s
Maximum resolution : 3840 x 2160 pixels

Maximum storage capacity : 6 TB




Microphone in: Y

Networking standards : IEEE 802.3

Number of HDDs installed : 1

Number of HDDs supported : 2

Number of simultaneously playbacked channels : 16 channels

Number of users : 128 user(s)

On Screen Display (OSD) : Y

On/off switch : Y

Operating temperature (T-T) : 0 - 40 °C

Output bandwidth : 128 Mbit/s

Playback modes : Fast play, Forward, Frame by Frame, Reverse, Slow play

Power consumption (max) : 20 W

Product colour : Black

RS-232 interface : Y

Storage temperature (T-T) : -40 - 70 °C

Supported network protocols : HTTP, HTTPS, TCP/IP, IPv4/IPv6, UPnP, RTSP, UDP, SMTP, NTP, DHCP, DNS/DDNS, IP Filter, PPPoE, FTP

Supported resolutions : Resolution IP camera 3840x2160, 1920x1080, 1280x1024, 1280x720, 1024x768 Resolution analogue PAL 970x576, 704x576, 352x576,
352x288, 176x144 Resolution analogue NTSC 960x480, 704x480, 352x480, 352x240, 176x120

Total installed storage capacity : 2000 GB

USB 2:0 ports quantity : 1

USB 3:2 Gen 1 (3:1 Gen 1) Type-A ports quantity : 2

VGA (D-Sub) output ports : 1

Video formats supported : H.264, H.265

Video input channels : 16 channels

Video motion detection : Y
Weight : 4.13 kg
Width : 375 mm




