
 

DESCRIPTION

 

TECHNICAL CHARACTERISTICS

Brand : EATON
Part number : 9E3000I
Design :
    Certification : CE, CB, EAC
    AC outlet types : C13 coupler, C19 coupler
    AC outlets quantity : 7 AC outlet(s)
    Depth : 399 mm
    Efficiency (On-line mode) : 91%
    Form factor : Tower
    Height : 190 mm
    Input frequency : 40/70 Hz
    Input operation voltage (max) : 300 V
    Input operation voltage (min) : 176 V
    Noise level : 37 dB
    Operating temperature (T-T) : 0 - 40 °C
    Output frequency : 50/60 Hz
    Output operation voltage (max) : 240 V
    Output operation voltage (min) : 208 V
    Output power : 2400 W
    Output power capacity : 3 kVA
    Output voltage Total Harmonic Distortion (THD) : 2%
    Overload capacity (1 minute) : 130%
    Overload capacity (10 seconds) : 150%
    Overload capacity (3 seconds) : 150%
    Power plug : C20 coupler
    Product colour : Black
    Safety : IEC/EN 62040-1, IEC/EN 62040 -2



    Serial interface : Y
    Serial interface type : RS-232
    Serial ports quantity : 1
    UPS topology : Double-conversion (Online)
    USB port : Y
    Weight : 24.2 kg
    Width : 330 mm


