
TECH DATA SHEET 2022329/02/16

Airless Spray Gun
Model No.: AP818C

 
Operating Instructions 
Airless Spray Gun 
3600psi (24.8Mpa) Maximum working pressure 

Model: 818A 
1) 4 Finger type lightweight spray gun with 517 reversible spray tip and guard. 

 2) 2 Finger type lightweight spray gun with 415 reversible spray tip and guard. 

       

 

 

 

 

 

 

 
Technical Data: 
Maximum working pressure 3600Psi(24.8Mpa,248Bar) Inlet fitting 1/4”NPSM external thread 
Operating temperature range 40°to 115°F(4℃ to 46℃) Internal strainer 60mesh 
Weight  13.4oz(380g) Wetted parts: Plated steel nylon, aluminum, tungsten 

carbide, stainless steel, brass. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

       This manual contains important warnings and information. Read and Keep for reference. 
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Explosive View and Parts list Issue date:   
Version no.:

No. Figure number Description Qty.

818 Airless Spray Gun 

No. Figure number Description Qty.

Air inlet connection
Washer
Air inlet joint
Interval washer
Air inlet connection core
O-ring 6*2
Connection plate washer
Connection plate
Filter assembly
Handle
Washer
Locked nut M4
Bolt M4*10
Nut M5
Switch seat
Switch pin
Gun body
Trigger pin
Trigger pole joint
Spring
Locating pin

Trigger pole
Trigger
Protect frame
Thimble
Copper washer
Thimble sealing washer
Spring core
Thimble spring
Thimble head washer
Thimble head assembly
Plug
Washer
Plug insert
Screw seat
Rubber plug
Seat
Reversible Tip assembly
Nut
Tip seat
Tip Guard

Note: If you need spare parts of this model, pls feel free to contact us or the distributor where you bought this tool. Tks!


