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Dry Gauges

PART NO TYPE CASE DIA. CASE WINDOW MOVEMENT BOURDON TUBE CONNECTION ENTRY RANGE OPERTATING TEMP. ACCURACY

SSG63-001B DRY 63MM Polished s/s 304 GLASS S/S 304 S/S 316 S/S 304 Bottom BSPP 1/4" 0-1 bar /psi Ambient -20 + 60°C 2.50%

SSG63-004B DRY 63MM Polished s/s 305 GLASS S/S 304 S/S 316 S/S 304 Bottom BSPP 1/4" 0-4 bar /psi Ambient -20 + 60°C 2.50%

SSG63-012B DRY 63MM Polished s/s 306 GLASS S/S 304 S/S 316 S/S 304 Bottom BSPP 1/4" 0-12 bar / psi Ambient -20 + 60°C 2.50%

SSG63-025B DRY 63MM Polished s/s 304 GLASS S/S 304 S/S 316 S/S 304 Bottom BSPP 1/4" 0-25 bar / psi Ambient -20 + 60°C 2.50%

SSG63-060B DRY 63MM Polished s/s 308 GLASS S/S 304 S/S 326 S/S 304 Bottom BSPP 1/4" 0-60 bar / psi Ambient -20 + 60°C 2.50%

SSG63-200B DRY 63MM Polished s/s 309 GLASS S/S 304 S/S 316 S/S 304 Bottom BSPP 1/4" 0-200 bar / psi Ambient -20 + 60°C 2.50%

SSG63-400B DRY 63MM Polished s/s 310 GLASS S/S 304 S/S 316 S/S 304 Bottom BSPP 1/4" 0-400 bar / psi Ambient -20 + 60°C 2.50%

All Stainless Steel Dry Gauges, Bottom Connection


