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AdBlue IBC Pump Kits 
J10302500 / J10302504

230v AdBlue IBC Mount Kit, designed to fit 1000 litre IBC containers.

KIT CONTENTS:

n   Powder coated steel bracket  n   230v self priming membrane pump (25LPM)  
n   Manual or auto nozzle  n   1.5m suction hose and 6m delivery hose 
n   Turbine digital flow meter (J10302504 only)  n   SEC connection (top suction connector)

Part No. Voltage Suction Hose Delivery Hose Nozzle Flow Meter Hose Tails & 
Clamp

IBC Mounting 
Bracket SEC Connection

J10302500 230v 1.5m 6m Manual No Yes Yes Yes
J10302504 230v 1.5m 6m Auto Yes Yes Yes Yes

J10302500 J10302504

AdBlue IBC Pump Kits
MSS.AB

MSS.AB J10302504

Part No. Voltage Suction Hose Delivery Hose Nozzle Flow Meter
Hose Tails 
& Clamp

IBC Mounting 
Bracket

SEC 
Connection

MSS.AB 230v 1.5m 6m Manual No Yes Yes Yes

J10302504 230v 1.5m 6m Auto Yes Yes Yes Yes

2 Year
Warranty

230v AdBlue IBC Mount Kit, designed to fit 1000 litre IBC containers.

Kit Contents:
• Powder coated steel bracket

• 230v self priming membrane pump (25LPM)

• Manual nozzle

• 1.5m suction hose and 6m delivery hose

• Turbine digital flow meter (J10302504 only)

• SEC connection (top suction connector)


