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J1200-SMDUSB 
Rechargeable Engineer’s 
Pen Light

The engineer’s rechargeable LED pen light provides a bright light output 
of approximately 170 lumens through six high powered SMDs on the 
front and an LED end torch giving a focused light source of 70 lumens.

Features
•   High capacity lithium-ion rechargeable battery for longer life  

and consistent power
•   Main optical lens providing a 90 degree floodlit work area
•   Six high output SMDs giving approximately 170 lumens
•   Single LED end torch giving 70 lumens
•   USB cable for recharging
•   Easily visible charging indicator built-in to lamp
•   Complete with an integrated pen clip and magnet
•   Robust, impact resistant, aluminium lamp housing
• 12 month warranty

Technical Data

Flux Main light: 170 lumens End torch: 70 lumens
Dimensions 180 x 23 x 20 mm
Materials Aluminium & ABS Plastic
Charging Time 2.5 hours
Operation Time Minimum 2.5 hours of constant use
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6 SMD LED USB Rechargeable Work Light
J1800

6 SMD, USB Rechargeable, 6 position foldable 180 degree cam  work flood and torch 
light, complete with hanging hooks and magnets for complete operator versatility.
FEATURES:

■  6 SMD’s housed behind an innovative optical lens produce an 
exceptional 90 degree floodlit work area of 350 lumens
■  1 W high powered flashlight / torch end light with filtered lens produces 
an 80 lumen directional beam
■  Lithium-ion rechargeable battery ensures longevity of battery life and 
an operation time of 3 – 7 hours
■  3 powerful magnets, 2 on the back and 1 in the base allowing for 
hands free operation
■  6 position positive cam allows the lamp to bend through 180 degrees
■  Two 360 degree hanging hooks for use when alternatives to the 
magnetic function is required
■  Robust, impact resistant and ergonomically designed lamp housing with 
wrist lanyard
■  Supplied with 240V and USB charging leads
■  Built in automatic charging cut off

TECHNICAL DATA

Flux:
Main Light: 350 Lumens
End Torch: 80 Lumens

Dimensions: 250 x 55 x 30 mm
Materials Primarily ABS plastic
Battery Lithium-ion 3.7V DC, 2100mA

Charging Voltage 5V DC
Charging Time: 5 Hours 
Operation Time: Min. 3 Hours, Max. 7 Hours


