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316 Stainless Steel DIN 2353  
Tube Fittings

Gauge Couplings, Rubrik 8.148 NPT - Standard

Stainless Steel 1.4571 Temperature Range:  
-60°C to +400°C (DIN 17 440, AD W 10)
Seal Temperature Range:  
-20°C to +200°C (FPM eg Viton)
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Rubrik 8.148
NPT - Standard

Gauge Couplings
Internal Thread: NPT

Pressure Tube O.D. Thread Approx. Dimensions Art.No. Gross-

PN D1 G L1 L2 i SW1 SW3   Price (€)

Series L
315 6 1/4" NPT 38 23,5 16,4 19 14 MV-L-06-NPT-1/4" 14,39

315 6 1/2" NPT 46 31,0 22,6 27 14 MV-L-06-NPT-1/2" 20,45

315 8 1/4" NPT 38 23,5 16,4 19 17 MV-L-08-NPT-1/4" 14,90

315 8 1/2" NPT 46 31,0 22,6 27 17 MV-L-08-NPT-1/2" 21,55

315 10 1/4" NPT 39 24,0 16,4 19 19 MV-L-10-NPT-1/4" 15,93

315 10 1/2" NPT 47 32,0 22,6 27 19 MV-L-10-NPT-1/2" 22,11

315 12 1/4" NPT 16,4 19 22 MV-L-12-NPT-1/4" 16,82

315 12 1/2" NPT 47 32,0 22,6 27 22 MV-L-12-NPT-1/2" 23,01

Series S
630 6 1/2" NPT 48 33,0 22,6 27 17 MV-S-06-NPT-1/2" 20,45

630 8 1/2" NPT 48 33,0 22,6 27 19 MV-S-08-NPT-1/2" 21,55

630 10 1/2" NPT 49 32,5 22,6 27 22 MV-S-10-NPT-1/2" 22,11

630 12 1/2" NPT 49 32,5 22,6 27 24 MV-S-12-NPT-1/2" 23,01
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