
TECH DATA SHEET 310524/11/21

Black Jet Wash Pressure Washer Hose

DESCRIPTION
SIZE ID OD WP BP PP BR

MM INCH SAE MIN MAX MIN MAX MPA PSI MPA PSI MPA PSI INCH MM

PWBLUE-100-R1/PWBLACK-100-R1

PW****-04-10-R1 6.3 1/4" -04 6.2 7.0 13.4 14.1 22.5 3260 90 13050 45 6525 3.94 100

PW****-05-10-R1 8 5/16" -05 7.7 8.5 15 15.7 15 3120 85 12325 43 6235 4.53 115

PW****-06-10-R1 10 3/8" -06 9.3 10.1 17.4 18.1 18 2610 72 10440 36 5220 4.92 125

PWBLUE-100-R2/PWBLACK-100-R2

PW****-04-10-R2 6.3 1/4" -04 6.2 7.0 15.0 15.7 40 5800 160 23200 80 11600 3.94 100

PW****-05-10-R2 8 5/16" -05 7.7 8.5 16.6 17.3 35 5075 140 20300 70 10150 4.53 115

PW****-06-10-R2 10 3/8" -06 9.3 10.1 19.0 19.7 33 4785 132 19140 66 9570 4.92 125

1 Wire 2 Wire

1 Wire 2 Wire

Wash Down Equipment

Blue Cold Water Pressure Wash Hose

Working Temperature:
-40°C to +155°C

Working Temperature:
-40°C to +155°C


