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  ORDER CARD

Machine:  T800
Project-No./SD-Doc.: 43198.1000 / 420017 / [B]

Customer name:  , USA
Agency: MU - INC DW: 35/2009 Date: 09-06-25
Country of destination: USA PW: Short mark 1: gn
Dispatch: air freight Ma.No.: 129960 Short mark 2: gmb
Package: Year of manufacture: 2009 Production finished:
Order No.: 4500423339 BOM No.: 105851371
Order date: 09-04-14 MEAG No:. 4500423340
TRB-No.: Ma. drawing: 15000065433 network plan no.:6032379

Note: Messe AMI vom 28.-31.Okt

OVERVIEW OF IMPORTANT MACHINE DATA

Mirror image version no
Sanitation: no
Machine length:
Control:
Nominal machine width:
Drive:   
Transport chain:

Electrical data: Line voltage:           220 V
Line frequency:       60 Hz
Number of Phases: 3
Neutral wire:          No
Protective conductor: Yes
Internal machine voltage:  220 V

Labeling

Current change status:     B  (Documentation of change, see "Change")
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Pos PL No. No. Description
10  basic machine

 .

20  consisting of:

Mechanical components ( basic machine )
Machine frame upper part and lower part
Lifting mechanism (electrical)
Transfer unit

Transfer slide, basic unit, for interchangeable
grippers, execution: 1-track, hygienic design

Electrical components (basic machine)
Pneumatical components (basic machine)

Maintenance unit
Safety valve
Pressure switch for monitoring of the line pressure
Valve assembly for sealing station
Sealing valve with pressure regulator
Water circuit incl. flow switch and blow-off valve
for discharge of tooling-chilling channels

30  Safety cover:
tooling length: designed for max. 980 mm
Execution: perforated sheet

40  Film handling system
film puffer with pendular arm
film unwind with drum integrated motor,
Film advance system - tool discharge side

50  Residual film rewind with integrated break off monitor

60  End of web detector for top web

70  Top web unwind (machine infeed), 3" core manual clamp for film reel

80  Photoelectric print registeration for flexible top web

 transport unit

90  Intraloxbelt with pneumatical stopper unit
3-phase-motor with frequency converter
length 1500 mm

100  Integrated transport belt with Servo drive and girth belt,
detachable belt, hygiene design
Length: 600 mm, designed for max. tooling length 980 mm
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110  Integrated transfer belt with servo drive and girth belt,
detachable belt, hygiene design, Length 1000 mm
designed for max. tooling length 980 mm

120  Integrated  discharge belt with servo drive and girth belt,
detachable belt, hygiene design
Length: 1600 mm, designed for max. tooling length 980 mm

 Pneumatic

130  Evacuation system UV 4 for MAP and Skin-Isopak without liquid separator

140  gas flushing unit VBS 96
execution: oxygen gas flushing (O2 >21%)

 Vacuum pump

 @@ohne Vakuumpumpe

MUINC stellt für Messe eine 630er Pumpe bei

 Electric

 Electrical basic equipment:

170  power supply through main switch

180  Machine control IPC 05

Windows CE/xPe Operating system to withstand high temperature, vibration and EMV

Equipment:
CPU with 2 interfaces for electronic gas mixer or Oxymeter/Combimeter internal
intelligent bus terminal system
Ethernet interface, integration into company networks also possible to retrofit without
hardware
Number of inputs and outputs depending on the machine execution
Touch screen-terminal 12,1" colour, jet water secured in IP 65 stainless steel enclosure
8 Temperature control loops, appropriate to temperature sensor (standard equipment)
and PT 100 thermo couple
4 analog inputs
Recipe store for 500 recipes, recipe management with alpha-numeric input
Data back-up possible via USB memory stick
Additional security for data due to uninterrupted power supply
Password protection with 3 access levels for varying access authorities
Rate meter
Cycle counter
Production hour meter
Counter for good packages as standard

190  Software tooling-length 980 mm

200  2 x control cabinet heating

490  Synchronisation for printer
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for later use

220  Die set :

Complete tooling
Maximum cutting: 980 mm x 300 mm

230  Format 1:
Outside-cut / MAP
5-pockets (1-track, 5-rows)
Film width:  267 mm - 312 mm
Cut-off-length: 990 mm
max. tray depth 55 mm

Format No.: 91875-930
Drawing no.: 15000066125
Drawing Index.: 15000066126
Specials: none

Tray specification: Cryovac
Manufacturer: Cryovac
Manufacturer description: CS 978
Dimensions: 223 x 171,2 mm
Max. Tray depth: 50 mm
Material: Hard film
TPZ: 105876404
customer TZ: 150000022729

Film specification:
Typ:
Thickness:
Cutable:

240  Sealing die lower part for evacuation and gas-flushing

250  Sealing die upper part

260  Tray receiver: Execution with sealing gasket
Version Standard

270  Tray gripper
Side wall gripper
Quick change unit without tools

280  die change cart

290  Format 2:
Outside-cut / Isopack
5-pockets (1-track, 5-rows)
Film  Width: 267 mm - 312 mm
Cut-Off-Length: 990 mm

Format No.: 91875 - 932
Drawing No.: 15000066125

phughes
Highlight

phughes
Highlight
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Drawing Index.: 15000066577

Tray specification: Nicholl
Manufacturer: Nicholl
Manufacturer Description: CS-441025
Dimensions: 221 mm x 168,2 mm
Max.Tray Depth: 38 mm
Material: Alu
TPZ No. 105876415
Customer TZ No. 15000049319

Film specification:
Typ: Darfresh
Thickness: approx. 150 µ
Cutable: outside cut

300  tray receiver: execution with sealing gasket
version standard

310  support plate

320  Format 3:
Outside-cut / Isopack
5-pockets (1-track, 5-rows)
Film  Width: 267 mm - 312 mm
Cut-Off-Length: 990 mm

Format No.: 91875 - 931
Drawing No.: 15000066125
Drawing Index.: 15000066576

Tray specification: Mullinix
Manufacturer: Mullinix
Manufacturer Description: MX8686
Dimensions: 219,2 mm x 166,7 mm
Max. Tray Depth: 48 mm
Material: Hard film
TPZ No. 105876414
Kd TZ Nr. 15000046909

Film specification:
Typ: Darfresh
Thickness: approx. 150 µ
Cutable: outside cut

330  tray receiver: execution with sealing gasket
version standard

340  support plate

350  Format 4:
Outside-cut / MAP
5-pockets (1-track, 5-rows)
Film Width: 267 mm - 312 mm
Cut-Off-Length: 960 mm
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Format No.: 92001 - 930
Drawing No.: 15000066329
Drawing Index.: 15000066330
Special: with nose for LID film

Tray specification: Nicholl
Manufacturer: Nicholl
Manufacturer Description: CS 441025
Dimensions: 221 mm x 168,2 mm
Max. Tray Depth: 38 mm
Material: Alu
TPZ No. 105881263
Customer  TZ No. 15000049319

Tray specification: Cryovac
Manufacturer: Cryovac
Manufacturer Description: CS 978
Dimensions: 223 mm x 171,2 mm
Max. Tray Depth:50  mm
Material: Hard film
TPZ No. 105881285
Customer TZ No. 15000022729

Tray specfication: Mullinix
Manufacturer: Mullinix
Manufacturer Description: MX 8686
Dimensions: 219,2 mm x 166,7 mm
Max. Tray Depth:48  mm
Material: Hard film
TPZ No. 105881281
Customer TZ No. 15000046909

Film specification:
Typ: LID 1050
Thickness: approx. 25 µ
Cutable: sealable, outside cut

360  Sealing die lower part for evacuation and gas-flushing

370  Sealing die upper part

380  Tray receiver: Execution with sealing gasket
Version Standard

390  Tray gripper
flange gripper
Quick change unit without tools

400  die change cart

 GENERAL

410  GS - Mark of conformity
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420  CE - Declaration of Conformity

430  CE - Sign

 Operation manual, consisting of:
instruction manual, spare parts catalogue as well as electric and pneumatic diagrams,
1 included in the price of machine

440  Specification instruction manual

1 x English, machine, paper

450  Specification spare parts catalogue

1 x English, machine, paper

460  Specification pneumatic and circuit diagrams

1 x English, machine, paper

470  Machine marking
Language: English
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Change documentation

SD-Document: 420017   [B]
Description, position: + added

- deleted
+/- changed

Rev Sta Pos PL
No

Description / change Description / "old"

A

fickler

09-07-20

+ 480

Monitoring of cooling water
temperature

A

fickler

09-07-20

+/- 130

Evacuation system UV 30 (for MAP
and Skin-Isopak)

evacuation system
UV 30

B

fickler

09-08-26

+/- 130

Evacuation system UV 4 for MAP
and Skin-Isopak without liquid
separator

Evacuation system UV 30 (for MAP
and Skin-Isopak)

B

fickler

09-08-26

+

ohne Vakuumpumpe

MUINC stellt für Messe eine 630er
Pumpe bei

B

fickler

09-08-26

- 150

Vacuum pump Busch R5-RA 0302
3 x 208-230, 360-400, 415-460 V /
60Hz
nominal capacity: 300 m³/h

B

fickler

09-08-26

- 160

mounting kit for external vacuum
pump
with rack

B

fickler

09-08-26

- 480

Monitoring of cooling water
temperature

B

fickler

09-08-26

+/- Head text Notes

Messe AMI vom 28.-31.Okt

Head text Notes

B +/- Head text Dispatch type Head text Dispatch type
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fickler

09-08-27

air freight sea freight


