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Actual capacity depends on seed 

type and condition 
 

KK20 up to 20kg-40lb/hr 
KK20S Special version for 

hard / low oil seeds 

Motor power  2.2kW/3HP 3kW/4HP 

Continuously variable speed 15-70 rpm 

Voltage 230/240V single phase. 208/400V/480V 3 phase 

Dimensions (L x W x H) 480x480x600mm / 20”x20”x24” 

Weight 120kg / 260lbs 

Typical running power 1.0kW  

Application 
 

These are some of the seeds our 
customers are pressing,  

more on request – please ask 

Rapeseed, Canola, Mustard, 
Sunflower, Soybean, Linseed, 
Camelina, Pumpkin Seed, Poppy 
Seed, Sacha Inchi, Rubberseed, 
Loofah, Potato Chips, Kahai, Hemp 
Safflower, Marula, Black Cumin, 
MilkThistle, Chia, Candlenut, 
Moringa, Soldier Fly Larvae, 
Hazelnut, Apple Seed, Shea Nut, 
Sesame, Peanut, Jatropha/Physic 
Nut, Walnut, Argan, Cottonseed 
Macadamia, Jojoba 

The KK20S is designed for seeds 
that are harder or/and have low 
oil content, the KK20S can press 
all of the seeds listed in the left 
column and in addition seed 
such as: Grape Seed, Berry 
seeds, Sea Buckthorn, Coffee 
Bean (green and roast), Lemon 
Seed, Date stones,  
Elderberry Seeds, Raspberry  
Seeds, Prickley Pear, Evening 
Primrose, Neem, Pepper Seed,  
Nutmeg, Pomegranate seed,  
Rosehip Seed 

Tools, accessories and options 
Standard:     Nozzle set, preheater, oil collection tray, tools. 
Optional:      Digital heater control, several special press screws for   
                       different seeds, special barrels for low and high oil seeds.  

KK20 and  

KK20 Special 
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