
Simon Tower functional pole, 9 m high, cylindrical, lateral

fixing for spotlights

REF. S-580009

BASIC INFORMATION

HOPPER FINISH

Lateral spotlight fixing with

rings, with three M12 screw

terminals located at 120°, with

various ring orientations

FINISH SHAFT

Galvanized

MATERIAL SHAFT

Carbon steel sheet, S235JR

quality

ETIM CLASS

EC000061



TECHNICAL INFORMATION

IP RATING

IP3X / IP44

LUMINAIRE FIXATION

Lateral

SERVICE HATCH

Flush with interior reinforcement

SEAT PLATE

Flat with reinforcing ring and

gussets

THICKNESS

4

REGULATIONS

REGULATIONS

EN 40-5

LOGISTICS INFORMATION

UNITARY PACKAGING GROSS

WEIGHT

255

UNITARY PACKAGING HEIGHT

0

UNITARY PACKAGING LENGTH

0

PRODUCT NET WEIGHT

255

UNITARY PACKAGING VOLUME

0

UNITARY PACKAGING VOLUME

UNIT

MMQ

UNITARY PACKAGING WEIGHT

UNIT

KGM

UNITARY PACKAGING WIDTH

0

PACKAGING GROSS WEIGHT

0

PACKAGING HEIGHT

0

PACKAGING LENGTH

0

PACKAGING NET WEIGHT

255

UNITS CONTAINED PACKAGING

1

PACKAGING VOLUME

0

PACKAGING WEIGHT UNIT

KGM

PACKAGING WIDTH

0


