
Simon Skat M urban luminaire with RE optics, 4000 K, 32 W,

700 mA, 1N w/o dimming Decorative grey

REF. 284-000265013

BASIC INFORMATION



TECHNICAL INFORMATION

FREQUENCY

50 - 60 Hz

IK CLASSIFICATION

08

MAINTENANCE

Keep the diffuser surface clean

to achieve maximum light flux.

Use a damp rag without any type

of harsh product or detergent.

Lubricate the sealing gaskets

and replace them when they are

cracked. Lubricate the closures

and/or hinges of the moving

parts. Keep the thermal

radiation surface clean to not

lose light flux without shortening

the life of the LEDs.

SERVICE LIFE

L90 B10 100.000 h a 25 ºC

INSTALLATION AND MAINTENANCE

TYPE OF FASTENING

Post Top

MOUNTING

Post Top

REGULATIONS

ENEC+ CERTIFICATION

No



LOGISTICS INFORMATION

UNITARY EAN CODE

8431715185461

UNITARY PACKAGING HEIGHT

280

UNITARY PACKAGING WIDTH

510

UNITARY PACKAGING LENGTH

510

UNITARY PACKAGING

MEASUREMENT UNIT

MMT

UNITARY PACKAGING VOLUME

0.073

UNITARY PACKAGING VOLUME

UNIT

MTQ

UNITARY PACKAGING GROSS

WEIGHT

7

PRODUCT NET WEIGHT

6.3

UNITARY PACKAGING WEIGHT

UNIT

KGM

PACKAGING NET WEIGHT

6.3


