
Simon Iris H projection luminaire with EA louvre 4000K at

55W and 350 mA 1N non-dimmable Extruded finish

REF. 11-0411-242

BASIC INFORMATION



TECHNICAL INFORMATION

FREQUENCY

50 - 60 Hz

IK CLASSIFICATION

08

MAINTENANCE

Keep the diffuser surface clean

to achieve maximum light flux.

Use a damp rag without any type

of harsh product or detergent.

Lubricate the sealing gaskets

and replace them when they are

cracked. Lubricate the closures

and/or hinges of the moving

parts. Keep the thermal

radiation surface clean to not

lose light flux without shortening

the life of the LEDs.

LOCKING SYSTEM

Using stainless steel screws

LOGISTICS INFORMATION

UNITARY EAN CODE

8431715121124

UNITARY PACKAGING HEIGHT

0

UNITARY PACKAGING WIDTH

0

UNITARY PACKAGING LENGTH

0

UNITARY PACKAGING VOLUME

0.016

UNITARY PACKAGING VOLUME

UNIT

MTQ

UNITARY PACKAGING GROSS

WEIGHT

5.2

PRODUCT NET WEIGHT

4.95

UNITARY PACKAGING WEIGHT

UNIT

KGM

PACKAGING NET WEIGHT

4.95


