Buzzer chime 230V~ matt white Simon 270
REF. 20000806-190

BASIC INFORMATION

DESCRIPTION

The buzzer chime from the Simon 270 series provides a clear audible alert, perfect for homes and
commercial premises. Its crisp, steady tone is ideal for signalling calls, door alerts, reminders or internal
warnings. Its minimalist and elegant design integrates seamlessly with the frames and mechanisms in
the range, ensuring a harmonious and professional installation. With a 230 V~ supply, installation is
straightforward thanks to its screw connection system and compatibility with standard flush-mounting
boxes, in either a vertical or horizontal position. It is the perfect choice for those looking for design and
functionality in a single product.

FINISH COMPATIBILITY
Matt white Simon 270 frames
MATERIAL ETIM CLASS
Thermoplastic EC002484
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TECHNICAL INFORMATION

AVAILABLE MARKET IP RATING

CE IP20

ACOUSTIC FUNCTION MAINTENANCE

Yes Clean with a soft, dry cloth. Do
not use abrasive cloths or

FREQUENCY cleaning products that contain

50 - 60 Hz chlorine.

NOMINAL VOLTAGE (V~)
230 V~

INSTALLATION AND MAINTENANCE

CABLE STRIPPING NECESSARY INSTALLATION DIRECTION
(MM) Horizontal, Vertical

7

REGULATIONS

REGULATIONS

POWER SUPPLY (V~)
127/230 V~

RAL
9003

VOLTAGE (V~)
127/230 V~

TYPE OF TERMINAL
CONNECTION - FUNCTION 1

Screw

Dir. 2014/35/UE LVD | Dir. 2011/65/UE RoHS + post. mod. |EN 62080:2009 | EN 62080:2009 A2:2015|EN IEC

63000:2018
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LOGISTICS INFORMATION

UNITARY EAN CODE
8421053321867

UNITARY PACKAGING HEIGHT
0

UNITARY PACKAGING WIDTH
0

UNITARY PACKAGING LENGTH
0

UNITARY PACKAGING VOLUME
0

UNITARY PACKAGING GROSS
WEIGHT

0.053

PRODUCT NET WEIGHT
0.053

UNITARY PACKAGING WEIGHT
UNIT

KGM

PACKAGING EAN
8421053321690

UNITS CONTAINED PACKAGING
10

PACKAGING HEIGHT
55.5

PACKAGING WIDTH
117

PACKAGING LENGTH
280

PACKAGING MEASUREMENT
UNIT

MMT

PACKAGING VOLUME
1818180

PACKAGING VOLUME UNIT
MMQ

PACKAGING GROSS WEIGHT
0

PACKAGING NET WEIGHT
0.53

PACKAGING WEIGHT UNIT
KGM
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