
Mounting frame 4 elements black Simon 270

REF. 20001940-039

BASIC INFORMATION

DESCRIPTION

Four-element mounting frame from the Simon 270 series, compatible with the entire range of

mechanisms. Its high-strength painted steel structure provides great rigidity and ensures perfect

alignment of the mechanisms, eliminating visible gaps between frames and functions for a flawless

finish. It can be installed in a universal box and positioned vertically or horizontally according to the

needs of the project. Operating temperature range: 5 to 40 °C. Storage temperature range: -25 to 50 °C.

For proper cleaning, use a soft cloth lightly dampened with soapy water and avoid abrasive or chlorine-

based cleaners.

MATERIAL

Metal

ETIM CLASS

EC002948



TECHNICAL INFORMATION

AVAILABLE MARKET

CE

IP RATING

IP20

MAINTENANCE

Clean with a soft, dry cloth. Do

not use abrasive cloths or

cleaning products that contain

chlorine.

INSTALLATION AND MAINTENANCE

INSTALLATION DIRECTION

Horizontal, Vertical

LOGISTICS INFORMATION

UNITARY EAN CODE

8421053405901

UNITARY PACKAGING HEIGHT

0

UNITARY PACKAGING WIDTH

0

UNITARY PACKAGING LENGTH

0

UNITARY PACKAGING VOLUME

0

UNITARY PACKAGING GROSS

WEIGHT

0.128

PRODUCT NET WEIGHT

0.119

UNITARY PACKAGING WEIGHT

UNIT

KGM

PACKAGING EAN

8421053400838

UNITS CONTAINED PACKAGING

5

PACKAGING HEIGHT

38

PACKAGING WIDTH

90

PACKAGING LENGTH

300

PACKAGING MEASUREMENT

UNIT

MMT

PACKAGING VOLUME

1026000

PACKAGING VOLUME UNIT

MMQ

PACKAGING GROSS WEIGHT

0.642

PACKAGING NET WEIGHT

0.595

PACKAGING WEIGHT UNIT

KGM


