Flush-Mounted Switch/Detector 120° 9 Meters 230V/50Hz

Coati
REF. AF141250
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BASIC INFORMATION
FINISH PACKAGING
White Blister pack
TECHNICAL INFORMATION
FREQUENCY OPERATING TEMPERATURE POWER SUPPLY (V~)
50 Hz RANGE (°C) 230 V~
-20...+40
IP RATING
IP44

simon



REGULATIONS

WARRANTY
3 years

LOGISTICS INFORMATION

UNITARY EAN CODE
8412852141251

UNITARY PACKAGING HEIGHT
0

UNITARY PACKAGING WIDTH
0

UNITARY PACKAGING LENGTH
0

UNITARY PACKAGING
MEASUREMENT UNIT

MMT

UNITARY PACKAGING VOLUME
359333

UNITARY PACKAGING VOLUME
UNIT

MMQ

UNITARY PACKAGING GROSS
WEIGHT

0.15

PRODUCT NET WEIGHT
0.135

UNITARY PACKAGING WEIGHT
UNIT

KGM

PACKAGING EAN
18412852141258

UNITS CONTAINED PACKAGING
6

PACKAGING HEIGHT
55

PACKAGING WIDTH
160

PACKAGING LENGTH
245

PACKAGING MEASUREMENT
UNIT

MMT

PACKAGING VOLUME
2156000

PACKAGING VOLUME UNIT
MMQ

PACKAGING GROSS WEIGHT
0.96

PACKAGING NET WEIGHT
0.81

PACKAGING WEIGHT UNIT
KGM
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