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Tel   +44 (0) 1279 772 772
Fax  +44 (0) 1279 422 007

www.greenbrook.co.uk

Product Finish White White Grey Grey

Description Wireless Transmitter
Bell push

1A Bell Chime
Transformer

1A DIN Rail Mounted
Transformer

2A Bell Chime
Transformer

Voltage 3.2V Lithium battery
230V ~ primary
4/8/12V ~ 1A

secondary output

4/8/12V ~
1A secondary output
& DIN rail mounted

230V primary
4/8/12V ~ 2A

secondary output

Product Dimensions H90 x W30 x
D24mm

H76 x W54 x
D41mm

H91 x W36 x
D65mm

H91 x W53 x
D65mm

Product weight -
without batteries

26 gms 293 gms 352 gms 831 gms

Barcode 5012739635151 5012739628535 5012739626555 5012739627026

Guarantee 1 Year 1 Year 1 Year 1 Year

Certification &
Conformity

EN 301489-1
EN 301489-3
EN 60950-1

EN 60742: 1989

EN300220-3,
EN301489-3,
EN60950-1

EN300220-3,
EN301489-3,
EN60950-1

EN300220-3,
EN301489-3,
EN60950-1
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DW060AN-C

DAT01A DAT02A DAT03A

The DW060AN-C Transmitter bell push can be used as an extra bell push or replacement with all wireless chimes.

DAT01A - Bell Push Transformer is a 1A, double insulated bell & chime transformer. It is 230V AC primary, 4/8/12V AC 1A secondary output.
DAT02A - Bell Transformer is a double insulated bell & chime transformer, 4/8/12V AC, 1A secondary output and is DIN rail mounted.
DAT03A - Bell Transformer is 2A double insulated bell & chime transformer with fully segregated primary & secondary connections. It is 230V primary , 4/8/12V AC,

2A secondary outputs. The DAT03A can be surface or DIN rail mountedcan be surface or DIN rail mounted.


