
103

X
p

e
la

ir
C

o
m

m
e

rc
ia

l
S

e
n

s
o
rs

,
S

w
it

c
h

e
s

&
A

c
c
e

s
s
o
ri

e
s

Xpelair Commercial Accessories

GX Wall Kits WK
WK6/8 200mm (GX6) Ref. 89369AA
WK6/11 280mm (GX6) Ref. 89370AA
WK9/8 200mm (GX9) Ref. 89371AA
WK9/11 280mm (GX9) Ref. 89372AA
WK12/8 200mm (GX12) Ref. 89373AA
WK12/11 280mm (GX12) Ref. 89374AA

• For bridging cavity walls and lining 
double brick walls

• Steel wall liner
• Length: 200mm and 280mm
• Set of 508mm ladder strips

Darkroom Cowl DC9
Ref. 98409AK

• For use in scientific and photographic 
applications 

• Replaces the outer grille on GX9 and 
GXC9 models

• Roof, window or wall mounting
• Hole Ø257mm
• Colour: black
• Use with: GX9, GXC9
• w475Ø d144 x 117

Extendible Interlocking Wall Kits WK6
WK6/300 Ref. 90085AA
WK6/450 Ref. 90086AA

• For bridging cavity wall constructions,
or lining solid double brick walls

• Interlocking facility to build up to
required length

• Available in 300mm or 450mm lengths
• Complete with 508mm ladder strips

Distance Pieces GXDP
Ref. 56708AA

• Allows GX units to be fixed to distorted 
walls of 38mm minimum thickness

• By spacing the fan unit and outer grille 
away from the wall or panel, distortion 
through over tightening is prevented

• Set of 6

Roof Cowls RC
RC6 Ref. 89997AW (GX6, GXC6)
RC9 Ref. 90048AW (GX9, GXC9)
RC12 Ref. 90092AW (GX12)

• For use in roof applications. 
• The cowl is fitted in place of an exterior grille.
• Can also be used in exposed window or wall

applications subject to strong prevailing 
winds

GX Longer Length Ladder Strips GXL
GXL20 20 pack Ref. 89382AA 
GXL50 50 pack Ref. 89383AA 

• Used when installing GX fans 
through walls

• Length 508mm
• Easy to cut
• GX6 & GXC6 2 strips
• GX9 & GXC9 3 strips
• GX12 4 strips

Roof Mounting Plates XRP
XRP6 (RX6) Ref. 00370AK
w592 x h542 x d89 Ø105
XRP9 (RX9) Ref. 00371AK
w774 x h774 x d101 Ø257
XRP12 (RX12) Ref. 00371AK
w774 x h774 x d101 Ø324

• Provides effective and secure installation 
in flat roof applications

• Flame retardant resin bonded fibre glass.
• Requires the installer to build a kerb 

onto which plate is fixed. Always use 
sealant to bed in the outer cowl 
seal for weatherproof joint

• Colour black

Double Window Kits GXDW
GXDW6 (GX6 & GXC6) Ref. 98229AA 
GXDW9 (GX9 & GXC9) Ref. 98228AA
GXDW12 (GX12) Ref. 98227AA

• For hinged double windows only
• For installation of GX fans into separate 

double windows spaced between 
32mm and 102mm

• Allows inner casement window to be 
opened without dismantling the fan
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