
GENERAL INFORMATION

This mirror is suitable for Zone 2 or higher and not Zone 0 or l 
(see diagram).
We advise that you consult a qualified electrician for the 
installation.Switch off electrical supply at mains before fitting.
Ensure wall surface is of suitable strength and construction.
Beware of hidden cables or pipes.
For plaster board walls, specialist fixings should be purchased 
from DIY or hardware stores.
The mirror is heavy so you may need assistance.
Turn lights on/off using touch button or rocker switch on
mirror -leave off when not in use.
Heat Pad (only on some models) turns on with light switch
and takes 2/3 minutes to heat up.

Fitting Instructions for Mirror

NB: DO NOT DISCARD PACKAGING UNTIL AFTER MIRROR IS INSTALLED
Original packaging must be used in case of return. Please retain instructions for future reference.

3. Determine the exact height of the mounting brackets and draw a level line on the wall surface. (Fig 2)
4. Measure the distance between the two cleats on the back of the mirror (Fig 1) and mark the fixing points on the level line accordingly. (Fig 3)
5. Place the mounting bracket in the exact position and mark holes on the wall surface using the fixing points as a guide. Make sure that both 
mounting brackets are level when securing it to the wall. (Fig 3)
NOTE: At least one screw MUST be installed in a structural member (stud, etc.)
6. Drill pilot holes in each mounting location on the wall. When necessary, the holes should be large enough to accommodate wall anchors. 
(Fig 4)
NOTE: Wall anchors provided are suitable for Stone or Brick walls, but not wooden walls. For other wall types, use appropriate wall anchors. 
If in doubt, consult an expert.
7. Where needed, insert wall anchors into the holes in the wall.

FITTING INSTRUCTIONS
This installation may require more than one person.
1. Unpack the mirror and check the box thoroughly for all hardware and loose parts. Carefully inspect the mirror for damage and place them 
on a protected work surface.
2. Mirror can be mounted both in portrait and landscape orientation. The mounting locations for the brackets are determined by the frame’s 
orientation. (Fig 1) 
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LED Rocker Switch:  "I" means the switch is in ON state while "O" means in OFF state. 

Sensor Touch Switch 1: Short touch the sensor to turn ON/OFF the light and demister at the same time. 
                                     2: Long press the sensor for 2-3 seconds to alter the lighting temperatures from Warm Light(2700K) to White 
                                              Light(6500K).  



8. Use the mounting screws to secure the mounting brackets to the wall. Tighten until there is strong resistance. DO NOT OVERTIGHTEN. 
(Fig 4)
9. To reduce the risk of electrical shock, shut off power before wiring the mirror. Make connections. L- Live wire in brown, G - Ground wire in 
yellow & green, N - Neutral wire in blue.A loose wire connection might causes multiple problems such as overheating, operating failure and other 
damage. Please ensure all connections are tight and secure.
NOTE: All wiring should be done by a qualified licensed electrician.(Fig 5)
10. Hang the mirror on the brackets and check level, adjust horizontally to desired location (This may require two people). (Fig 5 & Fig 6) 
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INCOMING SUPPLY MIRROR WIRING
L

N
EARTH

NEUTRAL

BLACK or LABELLED-L

GREEN/YELLOW or LABELLED-

WHITE or LABELLED-N



D60(CM)

LOM6060

LRM5070

50 x 70 CM

LRM5070-R

50 x 70 CM

EHM5070

50 x 70 CM

LRM5070-A

50 x 70 CM

LBM6080

60 x 80 CM

LRM6080-C

60 x 80 CM

LIM8060

80 x 60 CM

EVM8060

80 x 60 CM

ERM8060

80 x 60 CM

LRM8060

80 x 60 CM D60(CM)

CAM600



D60(CM)

LFM6060-B

D60(CM)

LFM6060-G

D80(CM)

LFM8080-B

D80(CM)

LOM8080

D80(CM)

LFM8080-G

50 x 90 CM

LBM5090-B
LBM5090-S

50 x 70 CM

LRM5070C-ST

60 x 80 CM

LRM8060C-ST

50 x 70 CM

LSM5070
LSM5070-G
LSM5070-B

50 x 70 CM

LMR5070

LRM5070-C

50 x 70 CM

60 x 80 CM

LRM6080-C


