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Water Closet & Flushometer Combo

WETS-2750.1401-1.28-CP Code 27301401

Finish
Product description
Polished Chrome (CP)

1.28 gpf, Polished Chrome Finish, Fixture Connection
Top Spud, Single Flush, Battery, ST-2459-STG Water Downloads

@ G2 and ECOS Single Flush Optima Plus Valve
Closet and G2 8111 Flushometer. Installation Instructions duplicate.pdf

@ SS:ST:SU:WETS:WEUS Fixtures Repair and

. . . Maintenance Guide.pdf
Compliances & Certifications ®

Control Stop Repair and Maintenance Guide.
pdf

@ Additional Downloads

(ADA Compliant*, BAA Compliant, BABAA Compliant, IAPMO, cUPC Certified, Videos
EPA WaterSense Listed)
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Product Information

Details

* Flush Volume: 1.28 gpf (4.8 Ipf)

* Finish: Polished Chrome (CP)

* Power Type: Battery

* Valve: Diaphragm

+ Valve Body Material: Semi-red Brass
+ Fixture Type: Water Closet

+ Fixture Connection: Top Spud

* Rough-in Dimension: 11.5” (292mm)

+ Spud Coupling: 1.5” (38mm)

+ Supply Pipe: 1" (25mm)

Features

* Maximum static load rating of 1,000 Ibs when installed on an
appropriate wall carrier support system (not recommended for
bariatric use)

+ Automatically operates by means of an infrared sensor with
multiple-focused, lobular sensing fields for high and low target
detection

+ User-friendly, three-second flush delay

+ Adjustable tailpiece

+ High copper, low zinc brass castings for dezincification resistance

+ Available in low consumption (1.6 gpf/6.0 Lpf), water saver (3.5
gpf/13.2 Lpf), and high efficiency (1.28 gpf/4.8 Lpf) models

+ Valve body, Cover, Tailpiece and Control Stop shall be in
compliance with ASTM Alloy Classification for Semi-Red Brass

+ Valve shall be in compliance to the applicable sections of ASSE
1037

+ Designed tfo maximize and complement Sloan flushometers

* Universal model works with Sloan flushometers from 1.1 to 1.6 gpf

+ Durable, hygienic vitreous china construction with elongated rim

+ Syphon jet flushing achieves 1000g Map Scores when used with
Sloan flushometers

* |IAPMO certified to meet or exceed ASME AT12.19.2 standards

* Meets ADA guidelines and ANSI A117.1 requirements when installed
accordingly

+ Permanent SloanTec hydrophobic antimicrobial glaze inhibits the
growth and buildup of germs, bacteria, mold, mildew and mineral
scale on the surfaces

ane NTac® ydr
rivg dacteria, mold, mildew and mineral

scale on the surfaces

hobic antimicrobial glaze inhibits the

WETS-2750.1401-1.28-CP

Valve Operating Pressure (Flowing)

15-80 psi (103 - 552 kPa). Specific fixtures may require greater
minimum flowing pressure - consult manufacturer requirements.

Warranty

View Warranty Information

Notes

All information contained within this document subject to change
without notice.

*Compliant with ADA accessibility requirements when installed
according to ADA standards.

WaterSense compliant when used with a 1.28 gpf (4.8 Ipf)
WaterSense fixture.

Looking for other variations of the WETS-2750.1401 product?
View the general spec sheet with all options.

Find a compatible urinal for this flushometer.

Find a compatible water closet for this flushometer.
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Rough-in and line drawing WETS-2750.1401-1.28-CP
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