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PWT™ Accessory

MCR-216 Code 3375020

Downloads

@ Programmed Water Technologies (PWT)
Brochure.pdf

PWT System Infrared Shower Sensor Controller. @  Additional Downloads
Infrared sensor-activated, electronic shower control

Product description

Videos
for a single, pre-mixed shower. ®  Sloan - Company Overview

Compliances & Certifications

(BAA Compliant)
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https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/0c7d4589/689cc282ae052308c8000256/35c7f15a/Programmed%20Water%20Technologies%20%28PWT%29%20Brochure.pdf
www.sloan.com/products/accessories/pwt/MCR-216
https://vimeo.com/515956465

Product Information MCR-216

Features Warranty

View Warranty Information

* Infrared, sensor-activated shower control for single, pre-mixed
shower Notes

- Water run-times and sensor range are adjustable All information contained within this document subject to change

+ Control module may be located remotely as far as 35 feet from without notice.
sensor using additional PWT extension cord kits

+ Waterproof, NEMA 6-compliant sensor module

+ Diagnostic LED indicators in control module

+ May be paired with Sloan Act-O-Matic Standard or Institutional
style showerheads

+ Infrared sensor-activated, electronic shower control for a single,
pre-mixed shower

+ Water-proof (NEMA 6) sensor module

+ Visible LED target detection

* Infrared sensor module, controller, solenoid, 120 VAC/24 VAC
transformer, 20’ power cord kit and mounting hardware for
sensor and controller

+ Operates on 24V AC

+ Adjustable sensing range

+ Adjustable run time

+ 24 VAC brass body solenoid with integral “Y” strainer

+ Diagnostic LED indicators in control module

+ Control module may be located remotely as far as 35’ from sensor

using additional MICRO Plumb® extension cord kits
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Rough-in and line drawing MCR-216
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