SLOAN.

Water Closet & Flushometer Combo

WETS-2750.1410-1.28-CP Code 27501410

Downloads
@ G2 and ECOS Single Flush Optima Plus Valve

Installation Instructions duplicate.pdf

1.28 gpf, Dual-Filtered Fixed Bypass Diaphragm, @ HET Wall Hung Water Closet Installation

Instructions.pdf

Product description

Polished Chrome Finish, Single Flush, Electrical B Additional Downloads
Override, Battery, ST-2459 Water Closet and
SLOAN 8111 MC Flushometer. Videos

® Sloan - Company Overview
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D VERIFIED
g e GREEN /1 g
GLOBES HEALTH
on

PRODUCT
DECLARATION

(ADA Compliant*, BAA Compliant, BABAA Compliant, BREEAM Materials Credit,
CalGreen Compliant, CEC Compliant, EPD, Green Globes Credit, HPD, IAPMO,
LEED Credit, LEED HPD, Satisfies LEED Credits, cUPC Certified, EPA WaterSense
Listed, WELL Building Standard)
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https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/0c7d4589/689cc09dae05236f750000f5/429789ef/G2%20and%20ECOS%20Single%20Flush%20Optima%20Plus%20Valve%20Installation%20Instructions%20duplicate.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/0c7d4589/689cc09dae05236f750000f5/429789ef/G2%20and%20ECOS%20Single%20Flush%20Optima%20Plus%20Valve%20Installation%20Instructions%20duplicate.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/6ec7c2c4/689cc09dae05236f75000118/87b99ab2/HET%20Wall%20Hung%20Water%20Closet%20Installation%20Instructions.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/6ec7c2c4/689cc09dae05236f75000118/87b99ab2/HET%20Wall%20Hung%20Water%20Closet%20Installation%20Instructions.pdf
www.sloan.com/products/closet-combos/WETS-27501410
https://vimeo.com/515956465

Product Information

Details

* Flush Volume: 1.28 gpf (4.8 Ipf)

Features

* Maximum static load rating of 1,000 Ibs when installed on an
appropriate wall carrier support system (not recommended for
bariatric use)

+ Designed tfo maximize and complement Sloan flushometers

+ Universal model works with Sloan flushometers from 1.1 to 1.6 gpf

+ Durable, hygienic vitreous china construction with elongated rim

+ Syphon jet flushing achieves 1000g Map Scores when used with
Sloan flushometers

* |IAPMO certified to meet or exceed ASME AT12.19.2 standards

+ Meets ADA guidelines and ANSI A117.1 requirements when installed
accordingly

+ Permanent SloanTec® hydrophobic antimicrobial glaze inhibits the
growth and buildup of germs, bacteria, mold, mildew and mineral

scale on the surfaces

SLOAN.

WETS-2750.1410-1.28-CP

Components

+ Flushometer: Code 3790093
+ Water Closet: Code 2172459

Warranty

View Warranty Information

Notes

All information contained within this document subject to change
without notice.

*Compliant with ADA accessibility requirements when installed
according to ADA standards.

Static load tested according to the procedure outlined in Section 6.7
of ASME AT112.19.2. Not recommended for bariatric use.
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Rough-in and line drawing WETS-2750.1410-1.28-CP
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