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Water Closet & Flushometer Combo

WETS-2751.3002-1.1-CP

Product description

1.1 gpf, Dual-Filtered Fixed Bypass Diaphragm,
Polished Chrome Finish, 1.5” Flush Connection,
Fixture Connection Top Spud, Single Flush, Electrical
Override, Solar, Infrared, 10.5” Vacuum Breaker, ST-

2459-STG Water Closet and SOLIS 8111 Flushometer.

Compliances & Certifications

(BAA Compliant, BABAA Compliant)

Code 27513002

Downloads
Solis 8100 Series Installation Instructions.pdf

HET Wall Hung Water Closet Installation
Instructions.pdf

SS:ST:SU:WETS:WEUS Fixtures Repair and
Maintenance Guide.pdf

Exposed Solis BT Repair and Maintenance
Guide.pdf

Additional Downloads

@ ®© ® 06

Videos
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https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/f7a4c742/689cc09dae05236f750000ec/466e99d8/Solis%208100%20Series%20Installation%20Instructions.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/6ec7c2c4/689cc09dae05236f75000118/87b99ab2/HET%20Wall%20Hung%20Water%20Closet%20Installation%20Instructions.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/6ec7c2c4/689cc09dae05236f75000118/87b99ab2/HET%20Wall%20Hung%20Water%20Closet%20Installation%20Instructions.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/61e522d9/68c84817cf659c3a55f3e631/SS%3AST%3ASU%3AWETS%3AWEUS%20Fixtures%20Repair%20and%20Maintenance%20Guide.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/61e522d9/68c84817cf659c3a55f3e631/SS%3AST%3ASU%3AWETS%3AWEUS%20Fixtures%20Repair%20and%20Maintenance%20Guide.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/15de3626/68c8480ccf659c3a55f3e510/1/Exposed%20Solis%20BT%20Repair%20and%20Maintenance%20Guide.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/15de3626/68c8480ccf659c3a55f3e510/1/Exposed%20Solis%20BT%20Repair%20and%20Maintenance%20Guide.pdf
https://vimeo.com/515956465

Product Information WETS-2751.3002-1.1-CP

Details Recommended specifications

- Flush Volume: 1.1 gpf (4.2 Ipf) Valve Body, Cover, Tailpiece and Control Stop shall be in conformance with
ASTM Alloy Classification for Semi-Red Brass. Valve shall be in compliance

* RIMHeight: 13.25”-17.00" (330 - 432 mm) with the applicable sections of ASSE 1037 and ANSI/ASME 112.19.2.

Features Recommended Seats

*+ Bemis - 1955CT/1955SSCT & 2155CT/2155SSCT
+ Bemis - BB955CT

+ Church -1580CT

+ Church - 295CT/295SSCT & 2155CT/2155SSCT

Solar powered wireless connected device for real time diagnostic
and adjustable product settings

+ Sloan Connect App® readily available for smart phone and tablet
devices
+ User friendly three (3) second Flush Delay

- Four (4) Size AA Battery Back-up Power Source with “Low Battery” Plumbing System Requirements

Flashing LED *+ Minimum Flowing Pressure: 25 PSI (172 kPa)
+ Sweat solder adapter with cover tube and cast wall flange with + Maximum Static Pressure: 80 PSI (552 kPa)
set screw
+ Operates by means of an infrared sensor with multiple-focused, Warranty

lobular sensing fields for high and low target detection . .
View Warranty Information

* Fixed Metering Bypass and No External Volume Adjustment to

Ensure Water Conservation
Notes

+ Flex Tube Diaphragm designed for improved life and reduced

maintenance All information contained within this document subject to change

+ PERMEX® Synthetic Rubber Diaphragm with Dual Filtered Fixed

without notice.

Bypass Static load tested according to the procedure outlined in Section 6.7
* Valve body, Cover, Tailpiece and Control Stop shall be in of ASME A112.19.2. Not recommended for bariatric use.
compliance with ASTM Alloy Classification for Semi-Red Brass Find a compatible flushometer for this water closet
+ Valve shall be in compliance to the applicable sections of ASSE
1037 and IAPMO certified fo meet or exceed ASME AT12.19.2 All vitreous china dimensions shown in these drawings are
standards nominal and not to scale. Dimensions can vary within the
- Maximum static load rating of 1,000 Ibs when installed on an tolerances established in the governing ASME A112.19.2/CSA B45.1
standard. It is important to consider this when planning rough-in

appropriate wall carrier support system (not recommended for )
and plumbing layouts.

bariatric use)

+ Syphon jet flushing achieves 1000g Map Scores when used with
Sloan flushometers with durable, hygienic vitreous china with
elongated rim

+ Meets ADA guidelines and ANSI A117.1 requirements when installed
accordingly

+ Designed to complement Sloan flushometers

+ Permanent SloanTec® hydrophobic antimicrobial glaze inhibits the
growth and buildup of germs, bacteria, mold, mildew and mineral

scale on the surfaces
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WHEN INSTALLING IN AN ADA

stall:

Per the ADA Guidelines (section 604 9.4)
itis recommended that the grab bars be
split or shifted to the wide side of the stall
if grab bars must be present over the valve,
use the alternate ADA installation as shown
o the right.
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ALTERNATE ADA INSTALLATION
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