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Product Information WETS-2723.3001-1.6-CP-TMO-HW-24V

Details

+ Flush Volume: 1.6 gpf (6 Ipf)

Features

Water conservation is aided by the ADA-compliant, non-hold-open
manual override, which prevents toilet from exceeding intended
flush volume

* Flush accuracy is controlled by CID technology, also enhancing
water efficiency

+ Durability is facilitated with high copper, low zinc brass castings
for dezincification resistance

+ Integrity of the product is maintained with the vandal-resistant
stop cap

+ Meets ADA guidelines and ANSI A117.1 requirements when installed
accordingly

+ Adjustable tailpiece

+ PERMEX® Synthetic Rubber Diaphragm with Dual Filtered Fixed
Bypass

+ Valve body, Cover, Tailpiece and Control Stop shall be in
compliance with ASTM Alloy Classification for Semi-Red Brass

+ Valve shall be in compliance to the applicable sections of ASSE
1037

+ Durable, hygienic vitreous china construction with elongated rim

+ Syphon jet flushing achieves 1000g Map Scores when used with
Sloan flushometers

* |IAPMO certified to meet or exceed ASME AT12.19.2 standards

+ Permanent SloanTec® hydrophobic antimicrobial glaze inhibits the
growth and buildup of germs, bacteria, mold, mildew and mineral

scale on the surfaces

SLOAN.

Recommended specifications

Valve Body, Cover, Tailpiece and Control Stop shall be in conformance with
ASTM Alloy Classification for Semi-Red Brass. Valve shall be in compliance
with the applicable sections of ASSE 1037 and ANSI/ASME 112.19.2.

Components

+ Flushometer: Code 3450065
+ Water Closet: Code 2172029

Warranty

View Warranty Information

Notes

All information contained within this document subject to change
without notice.

Static load tested according o the procedure outlined in Section 6.7
of ASME AT12.19.2. Not recommended for bariatric use.
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Rough-in and line drawing WETS-2723.3001-1.6-CP-TMO-HW-24V

— ~—— 3% or 5% — 2 4
(82 mm or 133 mm) (70 mm) (121 mm)

:- T SLOAN.

I SENSOR mn S

R (DN 25 mm)

= e | CF4 / s b
(38 mm)
7o ‘ HC D+
_“2‘ \ | 78 or2-78
+ 22 3
19" e
— = ¢ OF 483 mm u
SUPPLY ( ) ooy oy —“] .
G OF ¢ OF 1% o 1
ELECTRICAL |- ELECTRICAL (292 mm) ) ———
-1 BOXAND
FIXTURE
17
TOP OF U
FIXTURE ™S E a

=10 or12  —m=
254 [os)

Sl D AN Revised 10/13/2026 | Page 3 of 3
- ® Sloan 10500 Seymour Ave, Franklin Park 800.982.5839 sloan.com


http://www.sloan.com

