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Sloan® Sensor Flushometer

SLOAN RESS-U-MC

Product description

Sloan® Exposed Sensor Urinal Flushometer.

Compliances & Certifications

(ADA Compliant*, IAPMO)

Listed compliances and certifications may vary based on product variation.

Finish

  

Available in Polished Chrome (CP).

Downloads

G2 and ECOS Single Flush Optima Plus Valve 

Installation Instructions duplicate

Sloan Optima Plus Flushometers Repair and 

Maintenance Guide

Flushometer Pressure Gauges

Retrofits Brochure

Additional Downloads

Videos

Sloan – Company Overview

http://www.sloan.com
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/0c7d4589/689cc09dae05236f750000f5/429789ef/G2%20and%20ECOS%20Single%20Flush%20Optima%20Plus%20Valve%20Installation%20Instructions%20duplicate.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/0c7d4589/689cc09dae05236f750000f5/429789ef/G2%20and%20ECOS%20Single%20Flush%20Optima%20Plus%20Valve%20Installation%20Instructions%20duplicate.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/77067dca/68c8473ccf659c3a55f3cc3e/Sloan%20Optima%20Plus%20Flushometers%20Repair%20and%20Maintenance%20Guide.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/77067dca/68c8473ccf659c3a55f3cc3e/Sloan%20Optima%20Plus%20Flushometers%20Repair%20and%20Maintenance%20Guide.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/0c7d4589/689cc282ae052308c80001c7/0e53bf34/Flushometer%20Pressure%20Gauges.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/272e64f4/689cc30dae05236af9000053/2/Retrofits%20Brochure.pdf
www.sloan.com/products/flushometers/Sloan/SLOAN-RESS-U-MC
https://vimeo.com/515956465
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Product Information SLOAN RESS-U-MC

Features

•	 ADA Compliant OPTIMA Plus® Battery Powered Infrared Sensor 

for automatic “No Hands” operation

•	 Infrared Sensor with Multiple-focused, Lobular Sensing Fields for 

high and low target detection

•	 Latching Solenoid Operator

•	 Chrome Plated, Die Cast Metal Cover Assembly with Tempered 

Glass Window

•	 Four (4) Size AA Batteries factory installed

•	 “Low Battery” Flashing LED

•	 Initial Set-up Range Indicator Light (first 10 minutes)

•	 Chrome Plated Metal Handle Cap

•	 Installation Tools Provided

•	 Valve shall be in compliance to the applicable sections of ASSE 

1037

Warranty

View Warranty Information

Notes

All information contained within this document subject to change 

without notice.

*Compliant with ADA accessibility requirements when installed 

according to ADA standards.

http://www.sloan.com
https://legal.sloan.com/warranty-policy.html

