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Optima® Accessory

MIX-70-A

Product description

Thermostatic Mixing Valve.

Compliances & Certifications

(IAPMO, UPC Low Lead Certified)

Code 0326008PK  

Downloads

Additional Downloads

Videos

Sloan – Company Overview

http://www.sloan.com
www.sloan.com/products/accessories/optima/MIX-70
https://vimeo.com/515956465
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Product Information MIX-70-A

Features

MIX-70-A Thermostatic Water Mixing Valve with the following 

features:

•	 1/2” NPTF thread inlets

•	 Solid wax hydraulic principle thermostat assures dependable 

mixing of hot and cold water

•	 Inlet Temperatures: hot inlet, 120°F – 180°F (49°C – 82°C),

•	 - cold inlet, 39°F – 85°F (4°C – 29°C)

•	 Minimum Supply Pressure Static: 30psi (207 kPa)

•	 Temperature Out: Field range: 80°F – 120°F (27°C – 49°C), 

adjustable

•	 Maximum Temperature: 200°F (93°C)

•	 Maximum Pressure: 150psi (1034 kPa)

•	 Minimum Flow: 0.5 gpm (1.9 lpm) @ 0.8psi (0.55 kPa)†

•	 Maximum Flow: 20 gpm (76 lpm) @ 125psi (862 kPa)†

•	 Maximum Pressure Differential between Hot & Cold Water 

Supplies: 25%

•	 Combination check stops on inlets to protect crossflow

•	 Thermostat controls both hot and cold water

•	 Lead Free\* Brass body construction

•	 Adjustment cap with locking feature

•	 Integral filter washers and check valves

•	 ASSE Standard 1070 Certified

•	 Weight: 1.9 LBs (0.9 Kg)

Warranty

View Warranty Information

Notes

All information contained within this document subject to change 

without notice.

http://www.sloan.com
https://legal.sloan.com/warranty-policy.html
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Rough-in and line drawing MIX-70-A
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