SLOAN.

Urinal & Flushometer Combo

WEUS-1200.1410

Product description

Standard, SU-1209 Urinal and ECOS 8186
Flushometer.
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Code 12001410

Downloads

Standard Spud Urinal Installation Instructions.
pdf

ECOS Hardwire Installation Instructions.pdf

SS:ST:SU:WETS:WEUS Fixtures Repair and
Maintenance Guide.pdf

ECOS Repair and Maintenance Guide.pdf
Fixture Brochure.pdf

Additional Downloads

ONONORNONONNS)

Videos
® Sloan - Company Overview

(ADA Compliant, BREEAM Water Credit, CalGreen Compliant, CEC Compliant,
cUPC Green Certified, EPD, Green Globes Water, HPD, IAPMO, LEED HPD, LEED
Water, Satisfies LEED Credits, EPA WaterSense Listed, WELL Building Standard)
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https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/f7a4c742/689cc09dae05236f7500010a/8f14461a/Standard%20Spud%20Urinal%20Installation%20Instructions.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/f7a4c742/689cc09dae05236f7500010a/8f14461a/Standard%20Spud%20Urinal%20Installation%20Instructions.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/d2ac600e/689cc217ae052308c80000f8/ECOS%20Hardwire%20Installation%20Instructions.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/61e522d9/68c84817cf659c3a55f3e631/SS%3AST%3ASU%3AWETS%3AWEUS%20Fixtures%20Repair%20and%20Maintenance%20Guide.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/61e522d9/68c84817cf659c3a55f3e631/SS%3AST%3ASU%3AWETS%3AWEUS%20Fixtures%20Repair%20and%20Maintenance%20Guide.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/0b44809c/68c84739cf659c3a55f3cbe5/ECOS%20Repair%20and%20Maintenance%20Guide.pdf
https://cdn.pimber.ly/public/asset/raw/66c74ebf8267cd1b7b87fe9e/0c7d4589/689cc282ae052308c80001c3/ba59bb47/Fixture%20Brochure.pdf
www.sloan.com/products/urinal-combos/WEUS-12001410
https://vimeo.com/515956465

Product Information WEUS-1200.1410

Details Components

- Flush Volume: 0.125-1.0 gpf (1.9-3.8 Ipf) * Flushometer: Code 3250325
+ Urinal: Code 1101209

Features Warranty

View Warranty Information

+ Water-efficient flush volume of either .13 gpf or .25 gpf
Notes

+ Automatically operates by means of an infrared sensor with

multiple-focused, lobular sensing fields for high and low target All information contained within this document subject to change

detection without notice.

+ User-friendly, three-second flush delay

* High copper, low zinc brass castings for dezincification resistance

* Fixed metering bypass and no external volume adjustment to
ensure water conservation

+ Valve body, Cover, Tailpiece and Control Stop shall be in
compliance with ASTM Alloy Classification for Semi-Red Brass

+ Valve shall be in compliance to the applicable sections of ASSE
1037

+ Designed tfo maximize and complement Sloan flushometers

+ Oversized footprint is ideal for retrofit jobs to cover old caulk lines

+ Universal high-efficiency model works with 0.125, 0.25 and 0.5 gpf
Sloan flushometers

+ Thorough washdown flushing action

* Vandal resistant stainless steel strainer included

* IAPMO certified to meet or exceed ASME A112.19.2 standards

+ Water Sense listed by EPA that qualifies for most rebate programs

+ Meets ADA guidelines and ANSI A117.1 requirements when installed

accordingly
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Rough-in and line drawing WEUS-1200.1410

—

141/2"
(368 mm)

| o

CILOF CILOF 203/8"
FIXTURE FIXTURE (517 mm)

<
E

20.75"
(527 mm)

Sl D AN Revised 12/04/2025 | Page 3 of 3
- ® Sloan 10500 Seymour Ave, Franklin Park 800.982.5839 sloan.com


http://www.sloan.com

