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Product Information

Details

+ Flush Volume: 1.6 gpf (6 Ipf)

Features

+ Flush volumes start at 1.28 gpf/4.8 Lpf for greater water savings

+ Fixed volume piston with filtered O-ring bypass and ADA-
compliant, metal oscillating non-hold-open handle ensure
reliable, water-efficient operation

+ Integrity of the product is maintained with control stop plug

+ Durability is facilitated with high copper, low zinc brass castings
for dezincification resistance and components made from
PERMEX® rubber compound for chloramine resistance

+ Adjustable tailpiece

+ Valve body, Cover, Tailpiece and Control Stop shall be in
compliance with ASTM Alloy Classification for Semi-Red Brass

+ Valve shall be in compliance to the applicable sections of ASSE
1037

- Designed to maximize and complement Sloan flushometers

+ Universal model works with Sloan flushometers from 1.1 to 1.6 gpf

+ Durable, hygienic vitreous china construction with elongated rim

+ Syphon jet flushing achieves 1000g Map Scores when used with
Sloan flushometers

* IAPMO certified to meet or exceed ASME A112.19.2 standards

+ Meets ADA guidelines and ANSI A117.1 requirements when installed
accordingly

+ Permanent SloanTec® hydrophobic antimicrobial glaze inhibits the
growth and buildup of germs, bacteria, mold, mildew and mineral

scale on the surfaces

SLOAN.

WETS-2723.1004-1.6-XL-CP

Components

+ Flushometer: Code 3070004
+ Water Closet: Code 2172029

Warranty

View Warranty Information

Notes

All information contained within this document subject to change
without notice.

*Compliant with ADA accessibility requirements when installed
according to ADA standards.

Static load tested according to the procedure outlined in Section 6.7
of ASME AT112.19.2. Not recommended for bariatric use.

Revised 10/13/2026 | Page 2 of 3
Sloan 10500 Seymour Ave, Franklin Park 800.982.5839 sloan.com


http://www.sloan.com
https://legal.sloan.com/warranty-policy.html

Rough-in and line drawing

SLOAN.

WETS-2723.1004-1.6-XL-CP

> (DN 25mm)
4 3/4" AJ
(121mm)
CENTERLINE
OF FIXTURE
— f— 31/4"or51/4
i (82 mm or 133 mm)
Finished— I
Wall |
‘i— 26 1/8" or 28 1/8"
(664 mm or 714 mm)
©)
111/2"
(292 mm) 1 25 1/4"
| (641 mm)
28 112" |
(724 mm)
17"
(432 mm)
Finished
Floor ‘

!
1
10" or 12—J——Centerline of waste

(254 mm or 305 mm)

Revised 10/13/2026 | Page 3 of 3

Sloan 10500 Seymour Ave, Franklin Park 800.982.5839 sloan.com


http://www.sloan.com

