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Venting, Ball Valves

Working Temperature: 0°C to +60°C

Maximum Working Pressure: 12 bar
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LIST OF COMPONENTS: description/materials/treatments VALVE DIMENSIONS PER TYPE AND SIZE
TEILELISTE: Beschreibung / Werkstoffe / Behandlungen KUGELHAHNGROSSE NACH TYP UND MASS
Body and threaded end o nominal diamet
BeheuSe Und Gewindemute CWE17N (Pb=2,2% DIN 50930T¢) Nemdurchmessermm | 8 [ 10| 18| 20 | 25| 32 | 40 | 50
Sopihuchse @ o o e e e e (1) 2
Gland nut 0 D bore mm
Gegenmutter ‘ CWBT7N 0 D durchgang mm 1010 15|20 25|32 |40 |50
Stem 9
e sungsspindel. @ | cwst7N (Po=2,2% DIN 5093076) Amm 100 | 100 | 100 | 120 | 120 | 160 | 160 | 176
Chromium p. polished ball o
Blankvarchemieigel ’ CW617N (Pb < 2,2% DIN 50930T4) Bmm 61 | 61 | 64 | 76 | 80 | 9 | 104 | 19
Seats
Diehtungen O re 0Cmm W W W[ 5| 65| T %
ggfgtai‘gizggsgligsnent . aluminium alloy / alu-Legierung L mm 82| 55 | 69 | 77 | B9 | 103 | 114 | 134
Fixing screw ; " Trou mm
Befesgtigungsschraube . zinc plated steel / zinkstahl Offficig 25 | 25 | 25 | 25 | 25 | 25 | 25 | 256
Surface treatment | nickel plating outside, plain brass inside
AuBenbehandlung vernickelte Oberfldsche, Rohe Messing innen

Female x Female, BSPP

Part Code Thread

VBV-14 1/4»
VBV-38 3/8”
VBV-12 1/2”
VBV-34 3/4”
VBV-1 17




F/F with exhaust and aluminium lever from 1/4" to 2"
gL = FIF mit Entliftungsloch und Alu-Handhebel von 1/4 bis 2"

TECHNICAL FEATURES:

Temperature limits: for air from 0°C to +60°C
Pressure limits: for air to a maximum of 12 bar
SPECIFIC FEATURES:

e The AIRY valve, with full bore, is a product derived from the TOTAL
series and has been designed to releive the pressure of the
downstream pipe section.

Bore: full.

Stem: security system with self-adjusting gland.
Seats: high resistance virgin PTFE .

Upper seal: DSS4° Dynamic Sealing System (international patent)

4 anti-friction self-adjusting cone-shaped
seals, in PTFE with dynamic seals.
Ideal system to ensure long life cycles.

Application fields:
The AIRY series is particularly used in compressed air
installations.

Threaded end connections:
« Standard female according to UNI ISO 7/1 (UNI EN 10226).

Operation Devices:
Aluminium lever.
Available colours: black.

All the valves comply with the regulation C€ 97/23/CE and are
tested 100% on pneumatic seal with electronic control. .




