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Dry Gauges

Part No. Type Case Dia. Case Window Movement Bourdon Tube Connection Entry Range Operating Temp. Accuracy

2018-1681 Dry 40MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-1 BAR / PSI Ambient -20 + 60°C 2.50%

2018-1699 Dry 40MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-2 BAR / PSI Ambient -20 + 60°C 2.50%

2018-1707 Dry 40MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-4 BAR / PSI Ambient -20 + 60°C 2.50%

2018-1723 Dry 40MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-6 BAR / PSI Ambient -20 + 60°C 2.50%

2018-1731 Dry 40MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-10 BAR / PSI Ambient -20 + 60°C 2.50%

2018-1749 Dry 40MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-12 BAR / PSI Ambient -20 + 60°C 2.50%

2018-1756 Dry 40MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-20 BAR /PSI Ambient -20 + 60°C 2.50%

2018-1764 Dry 50MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-1 BAR / PSI Ambient -20 + 60°C 2.50%

2018-1772 Dry 50MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-2 BAR / PSI Ambient -20 + 60°C 2.50%

2018-1780 Dry 50MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-4 BAR / PSI Ambient -20 + 60°C 2.50%

2018-1798 Dry 50MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-6 BAR / PSI Ambient -20 + 60°C 2.50%

2018-1806 Dry 50MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-10 BAR / PSI Ambient -20 + 60°C 2.50%

2018-1814 Dry 50MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-12 BAR / PSI Ambient -20 + 60°C 2.50%

2018-1822 Dry 50MM Black Steel Plastic Brass Phosphor Bronze Brass CBM BSPT 1/8" 0-20 BAR /PSI Ambient -20 + 60°C 2.50%

Steel Case, Centre Back Connection
•	Robust Metal Case
•	Brass Thread
•	BSP Taper


